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PANEL PLUS
 FREESTANDING 
 Elegant simplicity and power 

 Streamlined, elegant design. The compact style 

of the Panel Plus allows creative freedom to the 

designer and saves space too! The sober design 

with a top grille included gives the Panel Plus 

an understated quality. Panel Plus is a super 

compact and solid freestanding solution but 

is also available as a horizontal or vertical wall 

radiator. 

PANEL PLUS  FREESTANDING   height  18  cm ,

 sandblast grey  001

Horizontal version :  see p.  68. 

Vertical version :  see p.  112.
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 CONNECTION SETS 
 Connection set to the fl oor Jaga Deco 

 TRV head and sleeve couplings included. 

 set 

34 To the floor Kr.

CODE.JF2.AC.1...  1643 

 fill in sleeve coupling code 

Precision metal tube  15/1 115

Precision metal tube  16/1 116

RPE/ALU tube 16/2 616

 RPE/ALU tube  20/2 620

 Other connection sets and sleeve 
couplings 

See chapter “Connection sets and valves Eye-

catchers” for all connection options and techni-

cal information 

 DIMENSIONS  ( in cm )

PANEL PLUS  FREESTANDING 

 BENCH RADIATOR PANEL PLUS  FREESTANDING 

 Type  22 Type  34

L T S* V*

120 99.0 2 2

160 69.5 3 2

200 89.5 3 2

240 109.5 3 3

280 86.5 4 3

* S =  number of bench supports , 
V =  number of feet 

 DELIVERY 
Standard delivery 

-  connection 18 underneath 

-  standard feet for installation on finished 

floor 

-  chrome-plated air vent and drain plug G1/2” 

-  pre-mounted grille 

Standard delivery bench radiator 

-  Panel Plus radiator type 34 freestanding 

-  fixing set for bench (bench not included) 

 COLOURS 
Environmentally friendly, scratch-resistant, 

high UV resistant powder coating. 

Standard colours :

-  traffic white  RAL 9016 (333),  smooth satin 

matt 

-  sandblast grey  (001),  fine texture metallic 

-  off-black  RAL 7021 (145)  Soft touch: finely-

textured matte look, gloss degree < 10% 

 Other colours :  see colour chart .

 CONNECTION 
Code :

 1° number = flow

2° number = return 

3

2

1 8

6

7

 Standard connection:

Code 18, reversible 18 or 81

 Other connections (no surcharge) :

-  side connection:  

 one-sided: code 32 or 67 instead of 18

cross-over: code 37 or 62 instead of 18 

-  single point connection: code 11 (left) or 88 

(right) instead of 18. 

Always use a vertical diffusion tube (ø 10 to 

12mm) min. 100 mm long and a reduction 

washer. 

H 12 18 >18

B 7.5 10 > 13 12 > 17

Horizontal version :  see p.  68. 

 Vertical version :  see p.  112.

 standard connection 

 variant 

45556575
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PANEL PLUS  BENCH RADIATOR 

 code  height  length  type  colour  conn. 

PPHF . 031 120 34 . XXX /18 /BE
 fill in colour code 

 Type  Watts  Watts Kr. Kr.

75/65 55/45  st. colour  other 

L H 031
 120  34  2199  1149  15555  18675 

 160  34  2932  1532  18450  22133 

 200  34  3665  1915  21083  25313 

 240  34  4398  2298  24023  28815 

 280  34  5131  2681  26903  32288 

 Bench not included  EN442 output at 20°C room temperature 

PANEL PLUS  FREESTANDING 

 code  height  length  type  colour  conn. 

PPHF . 018 100 22 . XXX /18 /GR
 fill in colour code 

 Type  Watts  Watts Kr. Kr.  Type  Watts  Watts Kr. Kr.  Type  Watts  Watts Kr. Kr.

75/65 55/45  st. colour  other 75/65 55/45  st. colour  other 75/65 55/45  st. colour  other 

L H 018 L H 024 L H 031
 060 --- --- --- --- ---  060  22  477  238  6038  7245  060  22  571  284  6990  8378 

--- --- --- --- ---  34  875  413  9608  11535  34  1018  481  10988  13185 

 080 --- --- --- --- ---  080  22  636  317  6750  8085  080  22  761  379  7853  9420 

--- --- --- --- ---  34  1166  551  10755  12923  34  1357  641  12308  14768 

 100  22  626  312  6608  7928  100  22  794  395  7440  8940  100  22  951  474  8700  10440 

 34  1140  538  10125  12165  34  1458  688  11925  14310  34  1697  802  13635  16343 

 120  22  751  374  7193  8648  120  22  953  475  8078  9713  120  22  1142  569  9450  11348 

 34  1369  646  11153  13388  34  1749  826  13073  15705  34  2036  962  14948  17933 

 140  22  876  436  7800  9353  140  22  1112  554  8723  10455  140  22  1332  663  10358  12428 

 34  1597  754  12173  14610  34  2041  964  14250  17093  34  2375  1122  16260  19515 

 160  22  1001  498  8408  10095  160  22  1271  633  9405  11288  160  22  1522  758  11153  13373 

 34  1825  862  13170  15803  34  2332  1101  15413  18480  34  2715  1283  17603  21113 

 180  22  1126  561  8993  10800  180  22  1430  712  10043  12060  180  22  1713  853  11978  14363 

 34  2053  969  14198  17033  34  2624  1239  16575  19883  34  3054  1443  18915  22695 

 200  22  1252  623  9585  11475  200  22  1589  791  10680  12818  200  22  1903  948  12788  15353 

 34  2281  1077  15165  18210  34  2915  1376  17730  21278  34  3393  1603  20250  24285 

 220  22  1377  686  10440  12540  220  22  1748  870  11610  13935  220  22  2093  1042  13883  16658 

 34  2509  1185  16478  19770  34  3207  1514  19163  23003  34  3733  1763  21840  26213 

 240  22  1502  748  11018  13223  240  22  1907  950  12270  14723  240  22  2283  1137  14700  17640 

 34  2737  1292  17475  20985  34  3498  1652  20333  24398  34  4072  1924  23160  27795 

 260  22  1627  810  11633  13965  260  22  2065  1028  12923  15518  260  22  2474  1232  15555  18675 

 34  2965  1400  18495  22215  34  3790  1789  21495  25800  34  4411  2084  24495  29393 

 280  22  1752  872  12233  14663  280  22  2224  1107  13560  16268  280  22  2664  1327  16418  19710 

 34  3193  1508  19470  23370  34  4081  1927  22650  27195  34  4751  2244  25808  30983 

 300  22  1877  935  12810  15368  300  22  2383  1187  14198  17040  300  22  2854  1421  17265  20723 

 34  3421  1615  20475  24593  34  4373  2065  23805  28590  34  5090  2404  27128  32565 

Tablet niet inbegrepen

 EN442 output at 20°C room temperature 

 Bench not included 

 Panel Plus freestanding is available from height 6 cm up to 

31 cm and length 60 cm up to 460 cm. See : www.jaga.com 
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Jaga International

Verbindingslaan 16

B-3590 Diepenbeek

 Tel. : +32 (0)11 29 41 12

 Fax : +32 (0)11 29 41 60

export@jaga.com 

 The information in this price list is correct at the time of printing.

Jaga reserves the right to change product specification at any time in line 

with our policy of continuous improvement and innovation.

All prices in DKK, exclude VAT. Prices valid from January 1, 2024. 

Replaces all existing price lists. 

M I LT O N  M E G A T H E R M  A / S

Formervangen 14-16

DK - 2600 Glostrup

Tel: +45 4697 0000

Fax: +45 4697 0001

info@miltonmegatherm.dk

www.miltonmegatherm.dk


