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TETRA  traffi c white  333

TETRA
 Square perfection 

 The Tetra from Jaga joins a series of chunky square 
heating elements together into one stylish radia-
tor. Together they emit an incredible amount of 
heat. Rock solid Jaga quality with a light touch. 
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45556575 TETRA

 code  height  length  colour  conn. 

TETW . 180 033 . XXX /MM
 fill in colour code 

 Watts  Watts € €
75/65 55/45  st. colour  other 

L H 180
 033  984  513  1031  1239 
 041  1230  641  1220  1467 
 050  1476  770  1483  1781 
 058  1722  898  1700  2041 
 067  1986  1036  1964  2357 

L H 200
 033  1120  578  1109  1330 
 041  1400  722  1311  1574 
 050  1680  867  1595  1913 
 058  1960  1011  1829  2195 
 067  2240  1156  2112  2536 

 CONNECTION SETS 

 Connection to the wall 
with Deco-Pro valve 
 TRV head and sleeve couplings included. 

 set 
48  BRUSHED 

STAINLESS STEEL €

CODE.PW3.PS.1...  311 

 set 
41  CHROME €

CODE.PW3.AW.1...  131 

CODE.PW3.AC.1...  148 

 fi ll in sleeve coupling code 
 Precision metal tube  15/1 115
 Precision metal tube  16/1 116
 Precision metal tube  18/1 118

 RPE/ALU tube  16/2 316
 RPE/ALU tube  18/2 318

 Other connection sets and sleeve 
couplings 
 See chapter “Connection sets and valves” for 
all connection options and technical informa-
tion 

 OPTIONS 
 Towel rail in stainless steel 

L
7

 CODE L  min.  L  radiator €
9042.03329.011 33 33  210 
9042.03413.011 41 41  210 
9042.03497.011 50 50  210 
9042.03581.011 58 58  210 
9042.03665.011 67 67  210 

 Towel rack in stainless steel 

L
25

 CODE L  min.  L  radiator €
9042.04329.011 33 33  312 
9042.04413.011 41 41  312 
9042.04497.011 50 50  312 
9042.04581.011 58 58  312 
9042.04665.011 67 67  312 

 DIMENSIONS  ( in cm )

 DELIVERY 
 -  central connection MM underneath 
 -  wall fixing 
 -  chrome-plated air vent and drain plug G1/2” 
 -  2 side panels 

 COLOURS 
 Environmentally friendly, scratch-resistant, 
high UV resistant powder coating. 
 Standard colours :

 -  traffic white  RAL 9016 (333),  smooth satin 
matt 

 -  sandblast grey  (001),  fine texture metallic 
 -  off-black  RAL 7021 (145)  Soft touch: finely-
textured matte look, gloss degree < 10% 

 Other colours :  see colour chart .

 CONNECTION 
 Standard connection :
 central connection (code 
MM)
Tetra is symmetrical and 
can be mounted either 
way up. 

 One pipe connection :
 connection sets  41, 42, 48  or  49
 Max. 2 radiators per heating ring. 

 EN442 output at 20°C room temperature 
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Jaga International
Verbindingslaan 16
B-3590 Diepenbeek

Tel.: +32 (0)11 29 41 12
Fax: +32 (0)11 29 41 60
export@jaga.com 

The information in this price list is correct at the time of printing. 
Jaga reserves the right to change product specification at any time in line 

with our policy of continuous improvement and innovation.
All prices in Euro, exclude VAT. Prices valid from January 1, 2024. 

Replaces all existing price lists.


	Tetra

